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	Intel® Pentium® 4 Processors with HT Technology


	Core
Speed
(GHz)

	Chipsets
Supported

	External
Bus
Speed
(MHz)

	L2
Cache

	Thermal
Design
Power

	Voltage

	Tcase

	Package

	Product Number


	3.4
	Intel 915GV
Intel 945G
	800

	1MB

	115 watts

	1.25-1.4V

	5-72.8C

	LGA-775

	JM80547PG0961M
(Pentium 4 Processor 551 with HT Technology)


	3.0
	Intel 875P
	800

	1MB

	103 watts

	1.25-1.4V

	5-73.5C

	FC-mPGA4 478

	RK80546PG0801M
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	Intel® Pentium® 4 Processors


	Core
Speed
(GHz)

	Chipsets
Supported

	External
Bus
Speed
(MHz)

	L2
Cache

	Thermal
Design
Power

	Voltage†
	Tcase

	Package

	Product Number


	2.8
	Intel 875P, 852GME, 845, 845E, and 845GV
	533

	512KB

	68.4 watts

	1.525V

	5-72C

	FC-PGA2
478

	RK80532PE072512


	2.6
	Intel 875P, 852GME, 845, 845E, and 845GV
	400

	512KB

	62.6 watts

	1.525V

	5-72C

	FC-PGA2
478

	RK80532PC064512


	2.4
	Intel 875P, 852GME, 845, 845E, and 845GV
	533

	512KB

	59.8 watts

	1.525V

	5-71C

	FC-PGA2
478

	RK80532PE056512


	2.0
	Intel 875P, 852GME, 845, 845E, and 845GV
	400

	512KB

	54.3 watts

	1.525V

	5-69C

	FC-PGA2
478

	RK80532PC041512



	


† The Intel® Pentium® 4 processor ships with different voltage settings. For more detailed product specifications, please refer to the Intel Pentium 4 with 512K cache datasheet.
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	Intel® Pentium® 4 Processors – M


	Core
Speed
(GHz)

	Chipsets
Supported

	External
Bus
Speed
(MHz)

	L2
Cache

	Thermal
Design
Power

	Voltage††
	Tcase

	Package

	Product Number


	2.2
	Intel 845E
	400

	512KB

	35 watts

	1.3V

	100C

	Micro-FC-PGA 478

	RH80532GC049512††

	1.7
	Intel 845E
	400

	512KB

	30 watts

	1.3V

	100C

	Micro-FC-PGA 478

	RH80532GC029512††


	


Intel® Pentium® III Processors
	Product Highlights
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	1.26 GHz 370-pin FC-PGA2 package with 512 KB Advanced Transfer Cache (on-die, full-speed L2 cache)
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	1 GHz, 866, 850, 733, 700 and 600 MHz, 370-pin FC-PGA package
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	700, 500 and 400 MHz BGA2 package
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	1 GHz, 866 and 733 MHz processor supports 133 MHz processor side bus
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	256 Kbytes Advanced Transfer Cache (on-die, full-speed L2 cache)
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	Compatible with Intel® 840, 815, 815E, 810E2, 810 chipsets; Intel® 82801E C-ICH; Intel® 440BX AGPset and 440MX chipset
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Communications
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Industrial
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Student Computing Station
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Interactive Clients
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	Pentium® III processors[image: image30.png]




 HYPERLINK "http://www.intel.com/design/intarch/pentiumiii/docs_pentiumiii.htm" \l "p1" Documentation

	Product Number
	Core
Speed
(MHz)
	L2 Cache
	External
Bus Speed
(MHz)
	Thermal
Design
Power (Max)
	Voltage
	Tjunction
	Package

	RK80530KZ012512
	1.26 GHz
	512K
	133
	29.5W
	1.45V
	69C*
	370
FC-PGA2

	RB80526PZ001256
	1 GHz
	256K
	133
	29.0W
	1.75V
	75C
	370
FC-PGA

	RB80526PY001256+
	1 GHz
	256K
	100
	29.0W
	1.75V
	75C
	370
FC-PGA

	RB80526PZ866256
	866
	256K
	133
	26.1W
	1.75V
	80C
	370
FC-PGA

	RB80526PY850256
	850
	256K
	100
	25.7W
	1.75V
	80C
	370
FC-PGA

	RB80526PZ733256
	733
	256K
	133
	22.8W
	1.75V
	80C
	370
FC-PGA

	RB80526PY700256
	700
	256K
	100
	21.9W
	1.75V
	80C
	370
FC-PGA

	RB80526PY600256
	600
	256K
	100
	19.6W
	1.75V
	82C
	370
FC-PGA


* Tcase, not Tjunction
+ For existing embedded applications using the Intel® 440BX chipset only. Drop ship only.


	Low Voltage Pentium® III processors[image: image31.png]




 HYPERLINK "http://www.intel.com/design/intarch/pentiumiii/docs_pentiumiii.htm" \l "p4" Documentation

	Product Number
	Core
Speed
(MHz)
	L2 Cache
	External
Bus Speed
(MHz)
	Thermal
Design
Power (Max)
	Voltage
	Tjunction
	Package

	RJ80530KZ933512**
	933**
	512K
	133
	12.2W
	1.15V
	0-100C
	479 µFCBGA

	RJ80530KZ800512**
	800**
	512K
	133
	11.2W
	1.15V
	0-100C
	479 µFCBGA


** Supports dual processing when paired with third party chipsets.


	Pentium® III processors - Low Power[image: image32.png]




 HYPERLINK "http://www.intel.com/design/intarch/pentiumiii/docs_pentiumiii.htm" \l "p2" Documentation

	Product Number
	Core
Speed
(MHz)
	L2 Cache
	External
Bus Speed
(MHz)
	Thermal
Design
Power (Max)
	Voltage
	Tjunction
	Package

	KC80526GY850256***
	700***
	256K
	100
	16.12W
	1.35V
	0-100C
	495 BGA

	KC80526LY500256
	500
	256K
	100
	12.2W
	1.35V
	0-100C
	495 BGA

	KC80526LY400256
	400
	256K
	100
	10.1W
	1.35V
	0-100C
	495 BGA


*** Intel Pentium III processor at 850/700 MHz featuring Intel® SpeedStep™ technology (1.6V/1.35V respectively).
http://www.intel.com/products/processor/

28/08/2005

