LISTAS DE ACCESO

Diseñamos la red compuesta por  dos ruters (atlacomulco, china), dos switchs (uno para cada router) y dos equipos de computo para cada switch. 

Configuramos los routers para obtener conexión entre ellos y creamos las listas de acceso extendidas, que bloquean el servicio Telnet para un segmento de la red.
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 Configuración del router China
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ip route
comected, 5 - static, I - IGRP, R - RIP, N - mobile, B - BGP

EIGRP, EX - EIGRP external, 0- OSPF, IA - OSPF inter area

05PF NSSA external type 1, N - OSPF NSSA external type 2

I5-15, L1 - I5-TS level-l, 12 - I5-IS level-2, * - candidate default
per-user static route, o - ODR, P - periodic dowmloaded static route
traffic engineered route

last resort is not set

0.0/24 is subnetted, 3 subnets

172.16.30.0 [1/0] via 172.16.20.2
172.16.20.0 is directly comected, Serial0/0
172.16.10.0 is directly comnected, FastEthernet0/0





Lista de acceso configurada en China
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Configuración del router Atlacomulco
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Atlacomulco>show ip route
Codes: C - comnected, 5 - static, I - IGRP, R - RIP, I - mobile, B - BGP
D - EIGRP, EX - EIGRP external, 0- 0SPF, IA - OSPF inter area
N1 - OSPF NSSA external cype 1, Nz - OSPF NSSA excernal type 2
i - I5-T5, L - I5-TS level-l, 12 - I5-IS level-2, * - candidate default
U - per-user static route, o - ODR, P - periodic downloaded static route
T - traffic engineered route

Gatevay of last resort is not set

172.16.0.0/24 is subnetted, 3 subnets
€ 172.16.30.0 is directly comnected, FastEthernet0/l
€ 172.16.20.0 is directly comected, Serial0/l

5 172.16.10.0 [1/0] via 172.16.20.1

Atlacomuloo>





