Winterizing / UnWinterizing the Moped 

Proper Moped Storage 

If a moped is to be stored for two months or more, the following procedures should be carried out: 

1. Preparation of gas and tank: There are several effective ways for preparing the gas tank for storage. The alternative most suitable will be determined by the environment in which the moped will be stored. 

Option 1. - For storage in warm dry areas: 

A. Drain all fuel from fuel tank by removing fuel line at carburetor and draining fuel into a suitable container. 

B. With fuel valve in reserve position, run engine until out of fuel. 

C. Leave gas cap off and fuel line disconnected and in the open position so as to permit air to flow though the tank so as to hinder condensation. 

Option 2. For storage in damp areas. 

A. Follow step A. as listed above. 

B. Follow step B. as listed above. 

C. Follow step C. as listed above. In addition, liberally spray WD-40 or and equivalent water dispersant into the gas tank so as to coat the interior as completely as possible . When bringing the unit out of storage, the WD-40 will mix with the gasoline and will not adversely affect the operation of the moped. 

Option 3. Since this option calls for leaving gasoline in the moped , it is as potentially hazardous as storing any vented container of gasoline. Accordingly, individual discreti8on as well as local fire ordinances must determine the feasibility of this method. Once again, this option is primarily for storing the moped in damp areas. 

A. Put approximately on ounce of Sta-Bil into the gas tank. Fill tank to capacity with normal gas/oil mixture. The Sta-bil will preserve the gasoline so that it will be usable upon taking the unit of to storage. 

2. Remove the spark plug and spray WD-40 or equivalent into spark plug hole. 

3. Spray WD-40 or equivalent on all exposed metal surfaces, paying particular attention to chrome. 

4. Be sure drive chain is clean and lightly oiled. 

5. Inflate tires to 30 P.S.I. 

6. Remove all embedded materials from tire treads. 

7. If using a cover for storage, Be sure cover is ventilated to allow for air circulation so moisture will not be trapped. 

8. When re-activating the moped, clean or replace spark plug and change the transmission fluid. 

-Moped Guru 

