Water Bottle Rocket Launcher Part List

1) Inner tube valve stem (1)

2) Pressure Gauge ¼” NPT 160-200 psi (1)

3) 1” Pipe Clamp Strap (2)

4) Base Board (1)

5) Cable Ties (~13)

6) O-ring  (? i.d x ? o.d. x 1/8” thick) (1)

7) Screws 10-32 x 2” + nuts or wood screws (4)

8) Wing Nuts for 10-32 (2)

9) Medium Eye-screws (2)

10) Small Eye-screws (2)

11) Small cord or string (~ 5’ + 6’)

12) 1½” to 1¼” Cu coupler (1)



[for 1-liter bottle confinement ring]

13) 1¼” PVC F-to-F coupler (1)



[for 2-liter bottle confinement ring]

14) ½” CPVC pipe 2”

15) ½” PVC pipe ~36” section (2” + 5” + 6” + 7” + 8”)

16) ½” PVC Right angle tee (1)

17) ½” PVC Elbow F to F-thread (1)

18) ½” PVC Coupler F to F-thread (2)

19) ½” PVC Coupler F to M-thread (1)

20) ½” PVC End cap F-thread (1)

21) Brass ¾” to ¼” NPT M-to-F coupler (3)

[for air hose connects and gauge]

22) Industrial type air hose coupler pair ¼” NPT M and M

Consumables

PVC primer and adhesive

Teflon tape

Hot Glue

Tools

High-Temperature Hot Glue gun

Rubber bands

Screwdriver

Drill

PVC pipe cutter

File

Wrenches

Sandpaper

Optional…

Round split key ring (1) for pull string

Stakes for securing base

Funnel for filling bottles and water supply

Vacuum grease for O-ring and extension tube

