N-2:7
Hold 5 sec, check


AHRS BATT TEST
N-2:12
a. Integ Lights – ON


b. Battery feed test button – PUSH


c. Battery – EMERGENCY


d. Integ Lights – As required
N-7:12
a. Alititude – 1,000’ above


b. Rate of Change – 10 o’clock
N-8:6
a. Flight time reset


c. Elapsed time – Check

N-8:11
a. Flap asym


b. L FIRE DET


c. R FIRE DET


d. off

N-8:13
See below

13.
Fuel System – Checked (P)


Ensure jet pump switches are in NORM for a valid


Fuel system check

a. Boost pumps (2) – OFF

b. Throttles – IDLE then CUT OFF

c. Fuel pressure low annunciators (2) – Illuminated

d. Left fuel/hydraulic valve switch – Lift cover and push

e. Left fuel/hydraulic valve closed light – Illuminated

f. Left boost pump – ON

g. Left boost pump operation light – Illuminated

h. Fuel pressure low annunciators (2) – Illuminated

i. Left fuel/hydraulic valve switch – Lift cover and push

j. Left fuel/hydraulic valve open light – Illuminated

k. Left fuel pressure low annunciator – Extinguished

l. Left boost pump – AUTO

m. Left fuel pressure low annunciator – Illuminated

n. Left boost pump operation light – Extinguished

o. Repeat steps d through n for right engine.

N-9:14
a. Fuel crossfeed – L TANK


b. Fuel crossfeed – Norm


c. Fuel crossfeed – R TANK


d. Fuel crossfeed – Norm
N-9:16
See below

16. Autopilot – Checked/DISENGAGED (P,CP)

a. A/P – Engage (P)

b. Pitch trim – Actuate (P)

c. A/P – Engage (P)

d. A/P disengage switch – Disengage (P)

e. Copilot’s turn for a-d

f. A/P – Engage (P)

g. Go-around button – Push (P)

h. A/P Disengage Switch – Disengage (P)

N-9:9
a. Start selector switch – As Required (P)



b. Start button – Press (P)



c. Turbine rotation – N2 (CP)



d. Boost pump operation light – Boost Pump (CP)



e. Throttle – IDLE at 8% N2 (P)



f. Ignition operation light – Ignition (CP)



g. Fuel flow Indication – Fuel Flow (CP)



h. ITT Rise – Light Off (CP)


i. Fan Rotation – N1 (CP)



j. Oil pressure indication – Oil pressure (CP)

k. EFC light extinguishes by 27% N2  – EFC (CP)

l. Start button light extinguished – Starter drop out (CP)

m. Start selector – OFF (P)

n. Engine instruments – Checked (P)

o. Hydraulic pressure gage – Checked (P)

p. Repeat steps a through o for other engine. (P)

