T-37 OPERATING LIMITS

T-37 OPERATING LIMITATIONS

AIRSPEED LIMITATIONS
ACCELEROMETER “G” LIMIT

Flaps Down
KIAS
Maximum Positive
G’s

Landing Lights Down
KIAS
Maximum Negative (-)
G’s

Gear Down
KIAS
Maximum Unsymmetrical
G’s

Limiting Structural
KIAS
MACH
PROHIBITED MANEUVERS

Maximum Allowable
KIAS
1.

Canopy Open
KIAS
2.

LOADMETER
3.

Maximum for Takeoff
4.

Maximum After 10 Minutes of Flight
5.

Difference
6.

HYDRAULIC PRESSURE
7.

Normal
TO
PSI
8.

Maximum

PSI
DUAL ONLY MANEUVERS

ENGINE RPM LIMITATIONS
1.

Continuous Operation
%RPM
2.

Idle
%RPM
3.

Full Throttle
%RPM
4.

Overspeed
%RPM
5.

EGT LIMITS
6.

Minimum for Flight
(C
7.

Continuous Operation
(C
8.

Maximum for Flight for 30 Minutes at Military
(C
9.

Instantaneous Limit (Starting and Acceleration)
(C
10.

OIL PRESSURE
11.

Minimum Idle
PSI
12.

Continuous Ops
PSI
13.

Maximum
PSI


Allowable Fluctuations
PSI


19 AF FORM 37C, DEC 98       REPLACES 19 AF FROM 37C, AUG 95, WHICH IS OBSOLETE

T-37 BOLDFACE EMERGENCY PROCEDURES

SMOKE AND FUME ELIMINATION

ABORT

TWO ENGINE FAILURE (Low altitude)

ONE ENGINE FAILURE, FIR OR OVERHEAT DURING TAKEOFF (After airborne)

ENGINE FIRE OR OVERHEAT WARNING DURING FLIGHT (Affected engine)

ELECTRICAL FIRE

EJECTION

EMERGENCY AIRSTART

SINGLE ENGINE GO AROUND

19 AF FORM 37C, DEC 98 (REVERSE)

