	(
Poslovni partner za mehanička brtvila
	Mehaničko brtvilo 

NOD – 20U
Dvostruko  nebalansirano brtvilo

Zamjena za M74D
	NovoLine Daruvar d.o.o.
Frante Buriana 30

43500 Daruvar  , Hrvatska 

Tel:   +385  43 332 292

Fax:  + 385 43 440 292

E-mail: novoline-daruvar@bj.htnet.hr


[image: image1.png]



                                                             Radni uvjeti:

· tlak do 16 bara

· temperature  od -5 do 200 ºC

· brzina do 20 m/s

	MM
	D3
	D6
	D7
	D8
	L1
	L3
	L4
	L8
	L9
	L31
	Mx

	18
	33
	27.0
	33.0
	3
	61.0
	38
	19.0
	19.5
	11.5
	17.0
	M5

	20
	35
	29.0
	35.0
	3
	61.0
	38
	19.0
	19.5
	11.5
	17.0
	M5

	22
	37
	31.0
	37.0
	3
	61.0
	38
	19.0
	19.5
	11.5
	17.0
	M5

	24
	39
	33.0
	39.0
	3
	61.0
	38
	19.0
	19.5
	11.5
	17.0
	M5

	25
	40
	34.0
	40.0
	3
	61.0
	38
	19.0
	19.5
	11.5
	17.0
	M5

	28
	43
	37.0
	43.0
	3
	62.0
	39
	19.5
	19.5
	11.5
	17.5
	M6

	30
	45
	39.0
	45.0
	3
	62.0
	39
	19.5
	19.5
	11.5
	17.5
	M6

	32
	47
	42.0
	48.0
	3
	62.0
	39
	19.5
	19.5
	11.5
	17.5
	M6

	33
	48
	42.0
	48.0
	3
	62.0
	39
	19.5
	19.5
	11.5
	17.5
	M6

	35
	50
	44.0
	50.0
	3
	62.0
	39
	19.5
	19.5
	11.5
	17.5
	M6

	38
	55
	49.0
	56.0
	4
	69.0
	41
	20.5
	22.0
	14.0
	18.5
	M6

	40
	57
	51.0
	58.0
	4
	70.0
	42
	21.0
	22.0
	14.0
	19.0
	M6

	43
	60
	54.0
	61.0
	4
	70.0
	42
	21.0
	22.0
	14.0
	19.0
	M6

	45
	62
	56.0
	63.0
	4
	70.0
	42
	21.0
	22.0
	14.0
	19.0
	M6

	
	
	
	
	
	
	
	
	
	
	
	

	MM
	D3
	D6
	D7
	D8
	L1
	L3
	L4
	L8
	L9
	L31
	Mx

	48
	65
	59.0
	66.0
	4
	70.0
	42
	21.0
	22.0
	14.0
	19.0
	M6

	50
	67
	62.0
	70.0
	4
	73.0
	43
	21.5
	23.0
	15.0
	19.5
	M6

	53
	70
	65.0
	73.0
	4
	73.0
	43
	21.5
	23.0
	15.0
	19.5
	M6

	55
	72
	67.0
	75.0
	4
	73.0
	43
	21.5
	23.0
	15.0
	19.5
	M8

	58
	79
	70.0
	78.0
	4
	86.0
	56
	28.0
	23.0
	15.0
	23.5
	M8

	60
	81
	72.0
	80.0
	4
	86.0
	56
	28.0
	23.0
	15.0
	23.5
	M8

	63
	84
	75.0
	83.0
	4
	85.0
	55
	27.5
	23.0
	15.0
	24.5
	M8

	65
	86
	77.0
	85.0
	4
	85.0
	55
	27.5
	23.0
	15.0
	24.5
	M8

	68
	89
	81.0
	90.0
	4
	91.0
	55
	27.5
	26.0
	18.0
	24.5
	M8

	70
	91
	83.0
	92.0
	4
	92.0
	56
	28.0
	26.0
	18.0
	23.5
	M8

	75
	99
	88.0
	97.0
	4
	92.0
	56
	28.0
	26.0
	18.0
	25.5
	M8

	80
	104
	95.0
	105.0
	4
	92.5
	56
	28.0
	26.2
	18.2
	25.5
	M8

	85
	109
	100.0
	110.0
	4
	92.5
	56
	28.0
	26.2
	18.2
	25.0
	M8

	90
	114
	105.0
	115.0
	4
	92.5
	56
	28.0
	26.2
	18.2
	25.5
	M8

	95
	119
	110.0
	120.0
	4
	90.5
	56
	28.0
	25.2
	17.2
	25.0
	M8

	100
	124
	115.0
	125.0
	4
	90.5
	56
	28.0
	25.2
	17.2
	25.0
	M8


