ADJUSTMENTS
To assure the proper function not only of the crack but also of the decoder generally, it (the decoder) must be properly adjusted. So if we have in our hands a decoder witch we suspect that it is unadjusted, for example if it doesn’t have the proper image quality (color, brightness etc) or even worst it loses it’s sync, then we should readjust it according to the data we read underneath.

Please note here that we measure the resistance between the middle and the bottom right pin except for the values witch are marked with an asterisk witch we measure the resistance between the middle and the bottom left pin.

· Cable Crypt 2

3905 = 296 Ω
3900 = 2.09 ΚΩ

3902 = 151 Ω
3901 = 87 Ω

3458 = 844 Ω

3933 = 0 Ω

3903 = 5.08 ΚΩ

· 4000 V1.4
R219 = 870 Ω *
R207 = 1751 Ω

R214 = 2.63 KΩ *

R838 = 1689 Ω *

· 4000 V2.3

R207 = 7.2 KΩ
R219 = 258Ω


R214 = 4.53 KΩ

R838 = 792 Ω *

· 4000 V2.4

R207 = 4.37 KΩ
R219 = 409 Ω

R214 = 4.65 KΩ

R445 = 352 Ω
R444 = 578 Ω*

R838 = 1.21 KΩ *

