DESCRIÇÃO DOS INTEGRADOS CMOS
- CD4001 - Quad 2-In NOR Gate
- CD4007 - Dual Complementary Pair + Inverter
- CD4010 - Hex Buffer/Converter
- CD4011 - Quad 2-In NAND Gate
- CD4013 - Dual D Flip Flop
- CD4014 - 8-Bit Static Shift Register
- CD4015 - Dual 4-Bit Static Shift Register
- CD4016 - Quad Analog Switch Quad Multiplexer
- CD4017 - Decade Counter/Divider
- CD4020 - 14-Bit Binary Counter
- CD4021 - 8-Bit Static Shift Register
- CD4022 - Octal Divider Counter
- CD4023 - Triple 3-In NAND Gate
- CD4024 - 7-Bit Binary Counter
- CD4027 - Dual JK Flip Flop
- CD4028 - BCD to Decimal Decoder
- CD4029 - Presettable Up/Down Cntr
- CD4040 - 12-Bit Binary Counter
- CD4043 - Quad NOR R-S Latch
- CD4044 - Quad NAND R-S Latch
- CD4046 - Phase Locked Loop
- CD4047 - Monostable Multivibrator
- CD4049 - Hex Buffer, Inverter
- CD4050 - Hex Buffer Noninverter
- CD4051 - 8-Channel Analog Multiplexer
- CD4052 - Dual 4-Channel Analog Multiplexer
- CD4066 - Quad Analog Switch
- CD4069 - Hex Buffer, Inverter
- CD4070 - Quad XOR Gate
- CD4071 - Quad 2-In OR Gate
- CD4081 - Quad 2-In AND Gate
- CD4093 - Quad 2-In NAND Schmitt Trigger
- CD4503 - Hex 3-State Buffer
- CD4511 - BCD to 7-Segment Latch Decoder Driver
- CD4512 - 8 Channel Data Select
- CD4515 - 4-Bit Latch 4-to-16 Line Decoder (Low)
- CD4528 - Dual Monostable Multivibrator
- CD4538 - Dual Precision Monostable Multivibrator
- CD4541 - Programmable Oscillator Timer
